
The AV-WS is a portable unlit 
wind cone providing pilots 
with surface wind conditions 
during operations on and 
near the airfield.

Portable Wind Cone

AV-WS

Features

• All nine anodized, powder coated pieces  
store in a rugged transport case for convenient 
storage.

• All required tools and hardware are included in 
case.

• Chafe cap included for windsock support arm 
prevents unnecessary windsock wear.

• Minimizes damage risk to aircraft and 
maintenance vehicles.   

Applications

• Provides pilots with surface wind conditions

• Suitable for portable/temporary  airfields and 
heliports

• Supplemental indicator at large airfields 

Military Lighting

Visit our website at 
www.avlite.com

Head Office
+61 (0)3 5977 6128

Americas
+1 (603) 737 1311

Key Features:
• Lightweight and Durable
• Rugged Construction to Sustain a 

Variety of Weather Conditions
• Rapid Set Up and Disassembly

http://www.avlite.com
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Technical Specifications

AV-WS

Military Lighting

Visit our website at 
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Americas
+1 (603) 737 1311

Physical Characteristics

Design L-806 Wind Cone, Style II, Size 1 -
Body Material Powder coated aluminum -
Available Colors Support Stand: Desert Tan

Windsock: Orange, Red/White
Desert Tan, OD Green, Safety 

Orange
Diameter of Basket 
(inches/mm)

18 / 457 -

Height (inches/mm) 91 / 2311 6 / 152
Length (inches/mm) Windsock: 96 / 2438 44 / 1168
Width (inches/mm) 36 / 914 16 / 406
Mass (lbs/kg) 33 / 15 17 / 8

Compliance

FAA AC/150-5346-27E for size, height 
and function  

-

Other

Warranty * 1 year -
Terms and Conditions Warranty Terms and Conditions available at www.avlite.com.

Wind Cone Carrying Case

[6 in] 
152 mm

[44 in] 
1117 mm

[16 in] 
406 mm

Carrying Case

Technical Illustrations
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Ordering This Product
AV-WS-[XX]-[XX]
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Product Number

Mounting
P1 Portable Installation

Windsock Color
FO FAA Orange
RW Red/White
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